
Coilers and Spoolers

Spoolers
horizontal
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Size / Flange-Ø
(max. mm)
450
560
800

Wire range
(abt. mm)
0,5 - 2,0
0,8 - 3,0
1,0 - 6,0

Filling weight
(max. kg)
  200
  400
1000

Speed
(max. m/sec.)
30
30
40

Drive
(min.- max. KW)
5,5 - 22
11 - 37
22 - 55

Technical Data (for reference)

Suspended straightening system
for e. g. tire bead wires

Lifting device, hydraulically operated

Dancer with wire clamp

An electro-hydraulically lifting-device with the 
functions ''lift, lower and move spool side- 
wards'' is used for the loading and unloading 
of the spools. This allows a quick and trouble- 
free exchange of spools.

Wire laying is by means of a laying carriage, 
driven by a gear motodriven by a gear motor.

Spoolers work in combination with wire drawing
machines and are used to take up drawn wires on
to rigid or collapsible machine spools according
to DIN or customer standards. We offer a com-
prehensive series of spoolers, in several sizes
for various spools and wire ranges.
The spool is taken up between two pintles, oneThe spool is taken up between two pintles, one
is electro-hydraulically operated.

Spoolers
horizontal

KHS 450/560/800
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Size / Flange-Ø
(max. mm)
1000
1250
1400

Wire range
(abt. mm)
2,0 - 12,0
3,0 - 14,0
4,0 - 14,0

Filling weight
(max. kg)
2000
3000
5000

Speed
(max. m/sec.)
25
20
12

Drive
(min.- max. KW)
22 - 55
30 - 75
37 - 75

Technical Data (for reference)

AII spooler functions are actuated from an 
operating console.

Our delivery programme is rounded off by 
vertically designed spoolers and fully automatic 
double spoolers.

Speed control - depending on the wire diame-
ter - is either tension controlled or by means of 
a dancer unit which is installed between the 
drawing machine and the spooler.

If required, various laying methods - e. g.
conical, precision laying (layer by layer) for 
larger wire diameters etc. - are possible.larger wire diameters etc. - are possible.

Spoolers
horizontal

KHS 1000/1250/1400
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ERNST KOCH GmbH & CO. KG
Sternstr. 9,  5048
D-58665 Hemer-Ihmert
Tel.:   +49 (0) 2372 / 985-500
Fax:   +49 (0) 2372 / 985-167
email: sales@koch-ihmert.de
web:   wwweb:   www.koch-ihmert.de

Model

KHS 800/450-Kombi
SPM I
SPM II

Flange-Ø
(max. mm)
800/400
250
360

Wire range
(abt. mm)
0,2 - 3,0
0,2 - 2,0
0,2 - 2,0

Filling weight
(max. kg)
1000 / 150
40
100

Speed
(max. m/sec.)
30
20
25

Drive
(min.- max. kW)
5,5 - 30
5,5 - 11
7,5 - 15

Technical Data (for reference)

calculate submitted performance requirements 
and adapt these on the basis of our standard 
component programme to your individual pro-
duction requirements. Detailed discussions and
information right from the stage of the quotation 
guarantee a maximum of quality assurance and 
thus customer satisfaction.thus customer satisfaction.

Our fully trained team - with their many years of 
experience and their continuous research and 
development in the area of machine construction - 
are at your disposal at all times.
Our wide ranging Know-How and experience of 
wire products and production systems are availa-
ble to our customers. Engineering planners ble to our customers. Engineering planners 

Spoolers
horizontal

KHS 800/450-Kombi                  SPM 

DRAHTMASCHINEN                              WIREMACHINERY


	Seite 1
	Seite 2
	Seite 3
	Seite 4

