
PVR	 PV Ribbon Rolling Mill

A Complete Range of FLAT WIRE ROLLING MILLS for Copper wire



PVRA Complete Range of FLAT WIRE ROLLING MILLS for Copper wire

Strong and Stiff Machine Frame high precision 
screwdown system 
Multiple range of Rolling Cassettes with different 
rolls diameters for a wide range of application 
User friendly through open design and easy 
spool loading

Low energy consumption and reduced footprint 
Quick change of roll cassettes 
Full Digital Control through REDEX´s Firmware

Available combined Induction Annealer 

Configuration   PVR1002 PVR1003
mm 120 120

Roll diameter mm 100 100
mm  100

Thickness tolerance µ 5 3

Technical Data 
mm 0,30 … 3.50 

AWG  28 … 7 
  Typical flat wire size mm 0,10 x 2.00
  Production Speed  m/min 800               1000 

Flange diameter mm 630
Core diameter mm
Bore  diameter mm
Spool width mm 
Spool weight kg   

  Capacity / year (3 shift / 6 day 24h) tons 

  Spooler dimensions

  Entry copper wire diameter 

  Machine dimension length x width m   
  Machine weight kg 

285               520
11.8 x 4.8    13.3 x 4.8 

9700            13500 

355
127
375
500

Width tolerance  µ 30 15 
Min thickness mm 0.05

Stand 2
Stand 3

Stand 1

Max W/T in one pass - 12 20
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PVR1002 PVR1003

Features

Lower Operation Costs

PVR Options
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Continuous measurement of width and thickness 
High accuracy tension control
High accuracy thickness and width control 
(closed loop)
High cleanness

Improved Quality and Performance
■
■
■

■

redexA                      Group Company

Precise
layer winding


